
CB 3695-1 US

1

• 203' 9" (62.10m) vertical reach
• 5-section Z-Fold boom design
• Twin-wall delivery line on all boom sections
• Up to 260 yd3/hr (200m3/hr) maximum output
• One-Sided Support (OSS) system

63Z-Meter
Truck-Mounted Concrete Boom Pump
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63Z-Meter Truck-Mounted Specifications
Based on Model MACK MRU 688S

with .16H pump cell

Length  54' 1"  (16.48m)
Width 8' 2"  (2.50m)
Height 12' 10" (3.91m)
Wheelbase 280" (7,112mm)
Front axle weight 54,880 lbs (24,893kg)
Rear axle weight 74,300 lbs (33,702kg)
Approx. total weight 129,180 lbs (58,595kg)
Weights are approximate and include pump, boom, truck, full hydraulic oil, 
driver and some fuel. Varies with options selected.

Dimensions will vary with different truck makes, models and specifications.

End hose not to be operated in caution area.
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Range Diagram

Photos and drawings are for illustrative purposes only.
For available options, please refer to price list.

Boom Specifications • Z-Fold Design
Height & Reach
Vertical reach 203' 9" (62.10m)
Horizontal reach 190' 7" (58.09m)
Reach from front of truck* 176' 7" (53.82m)
Reach depth 151' 11" (46.30m)
Unfolding height 75' 6" (23.01m)
 

5-Section Boom
1st section articulation 90˚
2nd section articulation 180˚
3rd section articulation 180˚
4th section articulation 264˚
5th section articulation 210˚

1st section length 35' 5" (10.80m)
2nd section length 31' 6" (9.60m)
3rd section length 30' 8" (9.35m)
4th section length 44' 3" (13.49m)
5th section length 48' 9" (14.86m)

General Specs
Pipeline size (ID) metric ends —
 A & B sections 5" (125mm)
 C, D & E sections 4.4" (112mm)
Rotation 365˚ 
End hose — length (lightweight) 10' (3m)
End hose — diameter 4.5" (115mm)
Outrigger spread L - R — front  37' 9" (11.51m)
 swing out, telescope & extend down
Outrigger spread L - R — rear  42' 1" (12.83m)
 swing out & extend down 

Pump Specifications 63Z.16H 63Z.20H
Output —   rod side 210 yd3/hr (160m3/hr) —

 piston side 146 yd3/hr (112m3/hr) 260 yd3/hr (200m3/hr)
Pressure —  rod side 1233 psi (85 bar) —

piston side 1885 psi  (130 bar) • 1233 psi (85 bar)
Material cylinder diameter 9" (230mm) 11" (280mm)
Stroke length 83" (2100mm) 83" (2100mm)
Max strokes per minute —
  rod side 31 —
  piston side 21 26
Volume control 0-Full 0-Full
Vibrator   Standard Standard
Hard-chromed material cylinders Standard Standard
Hydraulic system Free Flow Free Flow
Hydraulic system pressure 5075 psi (350 bar) 5075 psi (350 bar)
Differential cylinder diameter 5.5" (140mm) 5.5" (140mm)
Rod diameter 3.1" (80mm) 3.1" (80mm)
Maximum size aggregate 2.5" (63mm) 2.5" (63mm)
Water tank – outrigger 264 gal (1000L) 264 gal (1000L)

Maximum theoretical values listed.
* Applies to units mounted on PMA stock truck — MACK MRU 688S
• Standard delivery line system rated at max line pressure of 1233 psi (85 bar)

Vertical reach 203' 9" (62.10m)

Reach from front of truck* 176' 7" (53.82m)

Unfolding height 75' 6" (23.01m)

1st section articulation 90˚

3rd section articulation 180˚

5th section articulation 210˚

2nd section length 31' 6" (9.60m)

4th section length 44' 3" (13.49m)

General Specs

Hydraulic system Free Flow Free Flow

Material cylinder diameter 9" (230mm) 11" (280mm)

Output —   rod side 210 yd3/hr (160m3/hr) —
 piston side 146 yd3/hr (112m3/hr) 260 yd3/hr (200m3/hr)

Max strokes per minute —
  rod side 31 —
  piston side 21 26

Vibrator  Standard Standard

End hose — diameter 4.5" (115mm)

Rotation 365˚

With One-Sided Support (OSS)
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Outrigger spread L - R — rear 42' 1" (12.83m)
 swing out & extend down
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While size matters, it’s nothing without control.
Another standard feature on the 63Z-Meter, 
Putzmeister’s Ergonic® technology goes beyond 
monitoring performance. It also allows the
operator to set parameters that control the boom, 
the pump and various other functions. Ergonic 
is a main control system that encompasses 
various modules. These include the Ergonic 
Pump Control System (EPS) for the pump and 
various operational functions, Ergonic Tele 
Service (ETS) for real-time remote diagnosis 
of  computer fault codes in the field and Ergonic 
Boom Control (EBC).
 
EPS includes an Ergonic Graphic Display (EGD), 
featuring a three-inch square LCD screen which 
allows the operator to both view functions from 
the unique modular control box and change 
selected pump settings such as number of 
strokes per minute, pressure limits, truck rpm 
and more. This module also includes Ergonic 
Output Control (EOC), which automatically 
controls optimum engine rpm while ensuring the 
lowest possible fuel consumption, reduced wear 
and low noise levels.
 
Providing technology to ensure minimal boom
bounce, enhanced safety and easy troubleshooting, 
the Ergonic system features EBC with OneTouch.™ 
This unique module enables the operator to 
use a single joystick on the radio remote to 
automatically move all boom sections and 
slewing in tandem while keeping the end hose 
level and the boom within prescribed maximum 
and minimum heights.

Putting You in  
Control of Success 

®
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Differential cylinder diameter 5.5" (140mm) 5.5" (140mm)

Maximum size aggregate 2.5" (63mm) 2.5" (63mm)

Modular Control Box

Ergonic® Graphic Display

OneTouch™ Radio Remote






